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Abstract: We report on a polarimetry of harmonic mode-locked
erbium-doped fiber laser with carbon nanotubes saturable absorber. We
find new types of vector solitons with locked, switching and precessing
states of polarization. The underlying physics presents interplay between
birefringence of a laser cavity created by polarization controller along with
light induced anisotropy caused by polarization hole burning.
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1. Introduction
High repetition rate mode-locked fiber lasers (MLFLs) are of interest for telecommunication
applications in the context of optical time-domain multiplexing, all-optical clock recovery [1],
orthogonal frequency division multiplexing [2]. Typically, MLFLs operate at repetition rate in
the order of MHz due to the relatively long laser cavity. Higher repetition rates can be achieved
in passive MLFLs by shortening cavity lengths below 20 cm [3], introducing comb filters [4],
and increase of the pump power resulting in soliton breakup and harmonic mode-locking [5].
When compared to active mode-locking techniques, passive mode-locking has reduced com-
plexity and a potential to obtain shorter optical pulses at high repetition rates [6–8].
Harmonic MLFLs based on carbon nanotubes (CNTs) demonstrated sub-picosecond pulses
at high repetition rates [8]. The polarization insensitivity of CNTs based saturable absorber ex-
tends possibilities of studying polarization attractors in MLFLs [9–11]. Recently, polarization
dynamics in MLFLs has been exploited to reveal impact on the pulse train stability for funda-
mental, multi-pulse and bound states soliton operation [9–11]. The stability of pulse trains in
MLFLs is an important issue for increased resolution in metrology [12], high precision spec-
troscopy [13] and suppressed phase noise in high speed fibre optic communications [2].
In this paper we demonstrate experimentally, for the first time to our knowledge, polariza-
tion dynamics of harmonic mode-locked operation in erbium doped fiber laser with CNTs based
saturable absorber. We achieve up to 11th harmonic mode-locking with over 50 dB sidebands
suppression ratio. We reveal novel vector soliton types for multi-pulse and harmonic mode-
locked operation with locked, switched and precessing SOPs. The results can have potential
applications for increased capacity in coherent communications using various polarization-
based modulation schemes, such as polarization division multiplexing, polarization switching,
and modified coded hybrid subcarrier-amplitude-phase-polarization multiplexing [1, 2]. High
flexibility in generation of dynamic polarization states can be also of interest in secure commu-
nications [14], atoms and nanoparticles trapping [15], and control of magnetization [16].
2. Experiment
The fiber laser configuration is shown in Fig. 1. The ring cavity with the total length of 7.8
m consisted of a 40 cm long highly erbium-doped gain fiber (LIEKKI 110−4, group velocity
dispersion parameter β2,EDF =+12.6ps2/km)), a single mode fiber with anomalous dispersion
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(SMF-28, β2,SMF = −22.8ps2/km), a 99/1 tap, a fiber isolator, a polarization controller (PC),
an output coupler, a saturable absorber and a wavelength division multiplexing (WDM) cou-
pler. The gain fiber was pumped at 976 nm by a a fiber grating stabilized laser diode via a
980/1550 nm WDM coupler and a PC. To avoid connectors and CNTs damage the maximum
current applied to the pump laser was 300 mA, which provided 170 mW of optical power. We
used a single-wall CNTs polymer film embedded between standard FC/APC fiber connectors
as a saturable absorber. An index matching gel was applied to minimize the transmission losses.
CNTs films preparation and characterization was as described in [8]. 10% of the laser output
was coupled out of the cavity and characterized by optical and electronic spectrum analyzers
(ANDO AQ6317B and HP8562), an inline polarimeter (Thorlabs, IPM5300) and a fast oscillo-
scope (Tektronix DPO7254). The dynamics of SOP was measured using the polarimeter, which
Fig. 1. Configuration of Erbium doped fiber laser with single wall carbon nanotubes (CNTs)
saturable absorber. LD: laser diode, PC: polarization controller, WDM: wavelength division
multiplexing coupler.
produced 1024 samples with 1 μs resolution (25 round-trip times) giving the normalized Stokes
parameters s1, s2, s3, a total output power and a degree of polarization (DOP). The Stokes pa-
rameters are related to the powers of two linearly cross-polarized SOPs, |u|2 and |ν |2, and phase
difference between them, Δφ , as follows:
S0 = |u|2 + |ν |2;S1 = |u|2 −|ν |2;S2 = 2|u||ν |cos(Δφ);S3 = 2|u||ν |sin(Δφ). (1)









The evolution of normalized Stokes parameters over time produces a track on the Poincare´
sphere, which is commonly used to visualize polarization dynamics. In experiments, the pump
power was varied and various polarization attractors were obtained by tuning both the intra-
cavity and pump laser PCs.
3. Polarization attractors
The CW lasing started at ∼ 35 mW pump power with the fundamental mode-locking starting
at ∼ 45 mW pump power. The cavity round-trip time was ∼ 39 ns, which corresponded to 25.5
MHz pulse repetition rate in fundamental mode-locked regime. The total anomalous cavity
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Fig. 2. Polarization-locked vector solitons at (a1-f1) 4th harmonic (pump power 133 mW),
and (a2-f2) 10th harmonics (pump power 162 mW). (a) Optical spectra, (b) pulse trains, (c)
RF spectra, (d) normalized Stocks parameters, s1 (red), s2 (blue), s3 (green), (e) degrees of
polarization (black) and output powers (red), (f) Poincare´ spheres.
dispersion resulted in soliton-shaped output pulses with typical Kelly sidebands in the opti-
cal spectrum [17]. Pump power increase resulted in the multiple-pulsing and harmonic mode-
locked laser operation, with a higher pump power leading to a larger number of solitons and
higher harmonics. This multi-pulsing arises due to limited cavity bandwidth constraints [5,18].
Low noise harmonic mode-locking was achieved with over 50 dB sidebands suppression ratio
up to 11th harmonic with 310 MHz pulse repetition rate. The sidebands increased for 13th and
14th harmonics.
Tuning of the intra-cavity PC resulted in a large diversity of the laser operation regimes,
including harmonic mode-locking, bound states and multi-pulsing. By varying the intra-cavity
PC we could achieve vector solitons with different polarization dynamics, such as polarization-
locked vector solitons, solitons with precessing, switching and chaotic SOP [9]. Polarization-
locked vector solitons could be obtained for different harmonics and fundamental mode-
locking. Figure 2 shows examples of polarization-locked vector solitons at 4th (Figs. 2(a1)-
2(f1)) and 10th (Figs. 2(a2)-2(f2)) harmonics, respectively. Constant Stokes parameters and a
high DOP indicates stable output polarization over averaging time. The regimes stability was
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tested over several hours time.
Fig. 3. Combination of vector solitons at the fundamental and 3rd harmonic with slowly
evolving polarization. (a) optical spectrum, (b) pulse train, (c) RF spectrum, (d) normalized
Stocks parameters, s1 (red), s2 (blue), s3 (green), (e) degree of polarization (black) and
output power (red), (d) Poincare´ sphere. Pump power 147 mW.
Fig. 4. Solitons group with switching polarization. (a) optical spectrum, (b) normalized
Stocks parameters, (c) Poincare´ sphere, (d) degree of polarization (black) and output power
(red). Pump power 170 mW.
.
Pump power increase to 147 mW (250 mA) lead to a dual-wavelength laser operation with
optical spectra centered at 1555.5 nm and 1531 nm, as shown in Fig. 3(a). This complex optical
spectrum shape results due to combination of solitons at the fundamental and 3rd harmonic.
Figure 3(b) shows a snapshot of the pulse train measured with the scope. The pulses at the fun-
damental and 3rd harmonic have different group velocities and were drifting on the scope from
each other. Similar results obtained for figure-of-eight and SESAM-based fibre lasers suggest
that this dual-wavelength behavior can be attributed to the birefringence-induced filtering ef-
fect [19, 20]. The laser output demonstrated a slowly evolving SOP with a sector-type attractor
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on the Poincare´ sphere. This attractor type can arise as a result of fast SOP rotation and a low-
pass filter implemented by the polarimeter’s photodetector with a 1 MHz bandwidth [11]. The
combination of solitons at the fundamental and 4th harmonic was also observed.
The further increase of the pump power to 170 mW resulted in the shift of the lasing spectrum
to 1531 nm. Figure 4 demonstrates unstable operation with polarization switching between two
cross-polarized SOPs (c). Blurred contour of optical spectrum in Fig. 4(a) indicates that output
power is fluctuating during the time of polarization switching, as shown in Fig. 4(d). Optical
spectrum summarizes different polarization states and hence represents unstable shape. Fig-
ures 4(b) and 4(d) indicate slow dynamics of Stokes parameters, DOP and output power aver-
aged over 25 round trips. The high DOP between the polarization switching points in Fig. 4(d)
reveals identical polarization of the solitons bunch, and the quasi-stable regions between polar-
ization switches in Fig. 4(b) indicate the constant SOP of the solitons over 60−240μsec. Two
orthogonal SOPs correspond to the eigenvalues of the stable vector solitons solutions [21]. The
periodic character of the switches and unequal residence time at the orthogonal SOPs suggest
the presence of polarization instabilities caused by polarization hole burning and anisotropy of
pumping [11]. If the pump SOP deviates from the circular one, averaged anisotropy is present
resulting in preference for one of the cross-polarized SOPs. From [11], the absorption cross




2(θ)+δ 2sin2(θ))/(1+δ 2), (3)
where σa,p is the absorption cross section of the elliptically polarized light, σ (p)a is the cross
section of the circular polarized light with δ = 1, θ is the angle between dipole moment of
absorption at the pump wavelength and unit vector along the pump field. Thus, the pump light
creates an orientational distribution of the population inversion n(θ), i.e. anisotropy, if δ = 1.
The lasing field E = uex + vey burns a hole in this distribution with the depth [11]:
h(θ)∼ |u|2cos2(θ)+ |ν |2sin2(θ)+2|u||ν |cos(Δφ)cos(θ)sin(θ)). (4)
The depth of a polarization hole depends on the phase difference Δφ and the powers of cross
polarized components of the lasing field, |u|2 and |ν |2.
Fig. 5. Vector solitons at 11th harmonic with (d) stable, (e) precessing in microsecond scale,
and (f) chaotic polarization. (a) Optical spectra, (b) pulse trains, (c) RF spectra for stable
(black), precessing (red), and chaotic (blue) polarization, (d-e) Poincare´ spheres.
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Varying intra-cavity PC yielded vector solitons with different polarization attractors. Figure 5
shows vector solitons at 11th harmonic with (d) stable polarization, (e) slow polarization pre-
cession in microsecond scale, and (f) chaotic polarization. Corresponding optical spectra, pulse
trains and RF spectra are overlapped in Figs. 5(a)-5(c) for all three cases. Remarkably, optical
(a), RF spectra (c) and pulse trains (b) were nearly identical for all three regimes, and only
polarization attractors could reveal the differences. Only polarimetry along with polarization
control and characterization of pulse traces, optical and electronic spectra gives us opportunity
to stabilize SOP of 11th harmonic of a single pulse rather than bound state or multi-pulsing
operation [10,22], which is important for many applications involving polarization-based mod-
ulation schemes [1, 2].
4. Conclusion
For the first time we have measured polarization attractors of a harmonic mode-locked fiber
laser. Polarization-locked vector solitons were obtained at all harmonics studied and funda-
mental mode-locking. The pump power increase to 147 mW yielded the dual-wavelength laser
operation with central wavelengths at 1555.5 and 1531 nm. This complex optical spectrum cor-
responded to a co-existence of vector solitons traveling at the fundamental and 3rd harmonics
and can be attributed to the birefringence-induced filtering effect [19, 20].
The laser optical spectrum shifted to 1531 nm at the further pump power increase to 170
mW. The novel regime with polarization switching between two orthogonal SOP was shown
for the grouped solitons. The quasi stable periodic dynamics of the Stokes parameters indicates
the influence of the light induced anisotropy caused by polarization hole burning. Finally, vec-
tor solitons with various polarization attractors were shown at the 11th harmonic, which have a
potential application in high capacity fiber optic communications, in the context of using mul-
tiple polarizations rather than polarization division multiplexing schemes [1], and can be used
in secure communications [14].
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